
6077TDS.051221

DIRECTIONS 
For use in both high and low temperature dish 
machines. Use .25 to .5 ounces per gallon of water. 
Maintain wash water alkalinity at 100-200 ppm 
depending on soil conditions. 

Machines should be delimed once per month and 
cleaned daily. 

FOR BEST RESULTS: Proper maintenance of your 
dishwashing machine is necessary. We recommend 
periodic use of an acid descaler.

aero
HIGHLIGHTS

• Premium chlorinated liquid
 dishwash detergent

• Suitable for automatic dispensing

• Concentrated

TYPICAL PROPERTIES

• pH:  13.0

• Specific Gravity: 1.2

• Alkalinity (as Na2O): 
 Total:    7.8%
 Active:  5.3%

• Phosphates (As P2O5):  2.0%

• Chlorine: 1.5%

• Appearance: Clear yellow liquid

• Odor:  Chlorine

AERO® Machine Dishwash 
products are designed for fast 
and efficient removal of food 
soil in a variety of food service 
applications.

®

Chlorinated Liquid
Machine Dishwash

Nonfood Compounds
Program Listed A1

Registration # 134702

Manufactured exclusively for:  
Aero Chemical Co., division of ABC Compounding Co., Inc.
P. O. Box 16247, Atlanta, GA 30321 •  770-968-9222
800-795-9222 • www.abccompounding.com

Keep out of reach of children. 
Read label and SDS before use. 
Causes severe skin burns and eye 
damage. Harmful if swallowed. May 
be corrosive to metals.

Refer to SDS for additional safety 
information. 

SAFETY CAUTIONS


